
  

    

 

DATA SHEET 24.3-3 
 

 
Top view/drawing of the "extended" module in operating position. 

The workplaces on the extendable sides are permanently installed and remain 
connected in the closed position.  

 
General view in the operating position on the ground or on trailer 

 

 
General view in the closed position 

Mobile command unit with two extendable sides for trailer 
 
MOD. CAR-2GV-5/2L/2 

a) Viable frame structure of extruded and formed aluminum profiles in reinforced 
portions (6060 alloy series), welded in the joints to form a self-supporting Shelter 
and perfectly suited to its function. 

b) Transportable with a carriage or trailer with a payload of 3 or 3.5 t, or even with 
normal vehicles with a loading area of the dimensions specified below. 

c) Dismountable platforms and stairs for access, or as a hinged element attached 
to the structure. 

d) High quality vinyl floor, glued to a waterproof, multi-layered wooden base, with 
sealed surface. 

e) The outer walls are made of sandwich panels, made with double, 1mm thick, 
painted aluminum sheet and 40mm thick polyurethane insulation. 

f) The window and door frames consist of lacquered aluminum profiles and 
polycarbonate glazing, as well as an anti-panic door handle on the front door. 

g) In the rear there is access via the platform for the emergency services. A window 
on one of the expandable sides allows contact to the outside. Can be used on 
the vehicle/trailer, as well as stationed on the ground. 

h) painting and surface structure and a possible attachment of personalized stickers 
possible. 

i) Nominal dimensions of the monobloc: length 5,000mm x width 2,400mm x height 
2,450mm (according to trailer bed). 

j) Approved trailer for "standard transport" with 2 axles and a ball coupling, suitable 
for a total payload of 3 or 3.5 t. 

1. Power supply via an external 230V power grid via CEE plug connection and pre-equipped power cable. 
2. Internal electrical panel with derivatives with safety devices according to the standard, distribution of all 

lighting and electrical outlets. In addition, a rack of data ports for internal network deployment that can be 
implemented by the user. 

3. Container equipment with the following different areas: 
➢ a toilet area with (chemical camping toilet) and sink, complete with standard accessories. 
➢ an equipment compartment for the power generator and other accessories 
➢ two working areas realized in the walls of the two expandable side panels, with predisposition of fixed 

work desks, top shelves and 3 + 2 office chairs with castors 
➢ a small kitchen equipped with hob, fridge, cabinet and hanging cupboard 

4. Coat hooks, whiteboard boards, fire extinguishers 
5. Hydraulic system with external water connection and sewers 
6. An electric hot water boiler with a capacity of 15l for sink (and possibly shower) 
7. A ceiling electric fan (mod. Roof hatches for toilet area), adjustable in two directions (in/out) with speed setting 

and an additional fan heater of 1,500 W. 
8. An air conditioning unit type summer/winter above the central operating area (mod. Camper) 
9. Grounding system with cable connection and corresponding grounding posts 
10. Setup time: approx. 15 minutes, with 2 trained persons (after only 1 attempt) 
11. Drain pipe with connection via quick couplings 
12. Awning to cover the access area 

 

Prices: ex Works Gruaro (Venice), Italy 

1. MOD. CAR-2GV-5/2L/2 (as described above, complete with toilet): …....................... €uro/pcs. ________ + VAT 

2. PLUS TRAILER: …………..………………………..…………..…….……….    €uro/pcs.  ________ + VAT 


